FLEXTERRA® FGM HYDRAULICALLY
APPLIED EROSION CONTROL PRODUCT (HECP)

INSTALLATION NOTES: /A/ GENERAL GUIDELINES FOR APPLICATION RATES
USE APPROVED MECHANICALLY AGITATED FOR SLOPE INSTALLATIONS
HYDRO—SPRAYING MACHINES WITH FAN—TYPE
NOZZLE (50-DEGREE TIP) SLOPE CONDITION APPLICATION RATE
FOR MAXIMUM PERFORMANCE, APPLY FGM IN A 2 STEP PROCESS: <3H:AV 3000 LB/ACRE
1. APPLY SEED, FERTILIZER AND OTHER SOIL AMENDMENTS WITH A >3H:1V AND < 2H:1V 3500 LB/ACRE
SMALL AMOUNT OF FLEXTERRA® FOR VISUAL METERING

> 2H:1V AND < 1H:1V 4000 LB/ACRE
2. MIX AND APPLY 50 LB OF FGM PER 125 GALLONS OF WATER
OVER FRESHLY SEEDED SURFACES AND DO NOT LEAVE SEEDED > 1H:1V 4500 LB/ACRE
SURFACES UNPROTECTED: CONFIRM LOADING RATES WITH EQUIPMENT
MANUFACTURER BELOW ECB OR TRM 1500 LB/ACRE
TO ACHIEVE OPTIMUM SOIL SURFACE COVERAGE, APPLY FGM FROM AS INFILL FOR TRM 3500 LEJACRE
OPPOSING DIRECTIONS
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